-
|
AN TR

2 JIEBO TECHNOLOGY  WUXIJIEBELECTRICAECHNOLOGWO.,LTD -1-

LED MINER'S LAMP SERIES PRODUCT LIST

Cordless CaplampCaplamp, Headlamp and Body Lamp

Ordless caplamp series is evolved from our world's first cordless caplamp. It integrates highly compact
Lithium-ion battery cells and highly efficient white LEDs into a small IP67 caplamp case so that the traditional
battery pack and electrical cable become redundant. Using our accessories, these lamps find various
applications much beyond a caplamp. Seven mining models are available to suit any purpose.

Wearing & Mounting Methods

X On Helmet : For miner helmet, simply fit the lamp in the lamp bracket on the helmet. For a plain hard

cap, wear our Cap Strap or mount our Lamp Bracket on the hard cap then install the lamp on it. The

signal lamp is normally worn on the back of the helmet.

On head : Worn on the head directly using our Head Strap.

On belt : Wear our Belt Worn Lamp Bracket on the belt then install the lamp on it.

Hold in the hand : Hold the lamp in hand as a mini-torch. our Wrist Strap can help secure the lamp.

Fixed location : Screw or glue our Lamp Bracket to an object then install the lamp on i

Mobile location : Clamp our Magnetic Lamp Bracket Clamp to an object then install the lamp on it.

On metal : Magnetically attach our Magnetic Bracket Clamp to a metal object then install the lamp on

it.

x Others : Use our accessories for other way to wear or mount the lamp, such as Bar Bracket,
Gorillapod, Lanyard and Lamp Cluster.

X X X X X X

Features

Multiple applications: As a hand lamp, torch, body lamp, fixed lamp and portable lamp.

x No cord and battery pack : Not only frees you from the inconvenience of electrical cable and the
burden of a battery pack, but completely eliminates the possibility of any accident resulting from
bumping or snagging the cable cord.

x Easy recharge : Extremely low charging current. Charging is as simple as a mobile phone. Very
compact charging bank. No memory effect. Overcharge protection circuit completely eliminates the
overcharge possibility. Simply plug the charger in and never worry about the extended recharging
time.

x Low maintenance : Easy to clean. No cable, bulb and headpiece to check or change. No repairing.
No dedicated staff to look after charging.

x Extraordinary safety : Impact resistant, IP67 housing for the best dust and water protection, no acid
or toxin to spill, no flammable materials exposed, no heat on lens surface, no danger for the user.

x Adjustable angle : Adjustable angle to point wherever you see, near or far ---- to read ad write,
repair equipment or check the ceiling, significantly reducing dead corners.
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x Light weight : About 100~150g! Even lighter than the headpiece of your current miner's Caplamp, not
to mention battery and cable.

Cordless Benefits
How SAFETY is improved

No electric cord can be bumped or tangled;

Significantly reduces miner’s burden;

No back pain and injury any more;

No acid or toxin to spill;

No heat on lens surface; No burnable parts to cause fire;

IP67 case for the harshest mining environment;

As a warning lamp to wear on your back or attach to an object.

X X X X X X X

How WORK EFFICIENCY is improved

No cord and heavy battery that hinders work performance;

Minimized size and weight reduces burden on miners;

Adjustable angle and portability for extraordinary flexibility;

Time saved in issuing light to miners, attaching light and moving to workplace;
Less staff in Lamp Room;

X X X X X
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KL1.4LM(A): CORDLESS LED MINERS / FITTERS CAP LAMP

Technical Specifications

z Materials: PC

z Power:li-ion 3.7V 1.4Ah

z Weight: 110 grams

z Working Hours : 1 13 hours

z Light source: 10 Low-Power LED

z Working Current : 160mA

z Charging Time : 5- 8 hours

z Luminous flux: 11100 lux, 11 hours later not less than 800Lx

z Temperature range from -20 °C to +60 °C

z Power Generation: button switch

z Completely free from maintenance

z Waterproof : IP67

z 1 years warranty against material defect or dysfunction

z Guarantee for accumulator: capacity over 80 % after 500 times recharging
z Usage:mining;tunneling; fire services, rescue forces and industry etc.
Description:

z Thisis a low cost model suitable for close up work within 5 meters, such as repairing, meter reading,
horticultural, pest control and fruit picking. LEDs are controlled by two button switches under the
Caplamp. Switch 1 controls eight LEDs for normal illuminations with operating time of 10 hours and
switch 2 controls two LEDs in the centre for low illuminations with operating time of 80 hours

z KL1.4LM(A) cordless miner's cap lamp is also powered by Lithium lon, maintenance free and compact
batteries, providing more than 800Lx of illumination after 11 hours of use. This model was designed with
cost in mind, however the quality of materials used was never compromised, and the same high quality
30,000 hour illuminating LED's or Light Emitting diodes were used in its construction.
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z economy cordless miner's cap lamp, is an economically viable alternative to other models of the cordless
cap lamp.KL1.4LM(A) economy cordless miner's cap lamp is also made from rugged and durable
materials and uses the same 30year life span diodes for illumination

z For metalliferous mines and open-cut coal mines: Light weight portable lamp or caplamp with two
operating modes in 10 or 6 LED on. operating modes and off-state can beoggled with the switch on top
of the lamp. more powerful than torches and more compact than hand-lamps. very easy to worn,carry or
attach. A perfect choice as a portable lamp, low demanding caplamp or any lamp for supplementary
illumination.

KL1.4LM(B): Cordless Caplamp, Headlamp and Torch - lightweight model

il &

Technical Specifications

Materials: PC

Power:li-ion 3.7V 1.4Ah

Weight: 100 grams

Working Hours : 1 15 hours

Light source: High-Power LED

Working Current : 120mA

Charging Time : 5- 8 hours

Luminous flux: 12000 lux, 11 hours later not less than 1500Lx
Temperature range from -20 °C to +60 °C

Power Generation: button switch

Completely free from maintenance

Waterproof : IP67

1 years warranty against material defect or dysfunction

Guarantee for accumulator: capacity over 80 % after 500 times recharging
Usage:mining;tunneling; fire services, rescue forces and industry etc.

N N N N N N N N N N N N N N N
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KL1.4LM(C): Multi-Functional Portable Safety Lamp

Technical Specifications

Materials: PC

Power:li-ion 3.7V 1.4Ah

Weight: 110 grams

Working Hours : 1 13 hours

Light source: Low-Power LED, red/green/bule

Working Current : 160mA

Charging Time : 5- 8 hours

Luminous flux: 11100 lux, 11 hours later not less than 800Lux
Temperature range from -20 °C to +60 °C

Power Generation: button switch

Completely free from maintenance

Waterproof : IP67

1 years warranty against material defect or dysfunction

Guarantee for accumulator: capacity over 80 % after 500 times recharging
Usage:mining;tunneling; fire services, rescue forces and industry etc.

N N N N N N N N N N N N N N N

Address: 35#, Jingsheng Road, Qiangiao Develop/wesat,Wuxi,Jiangsu,China

Tel: 0086-510-83211967; 83211953; 13338747597 (faaplobile phone) Fax: 0086-510-84060385

Email: wxcdh@163.com syf wx@yahoo.com.cn MSN:dhf@hotmail.com  Google Talk: wxcdhO1@gmail.com
Websit: www.jiebotech.cn  www.jiebotech.com



-
|
AN TR

2 JIEBO TECHNOLOGY  WUXIJIEBELECTRICAECHNOLOGWO.,LTD -s-

Description:

z Cordless warning signal lamp with Lithium accumulator and 10 coloured wide-angel LED. lllumination
with flashing or permanent light, coloured yellow or red etc. Minimum working time 21 hours with flashing
light, 14 hours with permanent light. Caused by the transparent front part of the housing the light can
shine in a wide angle. Internal protective circuits prevent overload, deep discharge, wrong polarity and
short-circuit Shock resistant housing built from a special mixture of polycarbonate. Waterproof for at least
1 m depth, IP67. Temperature range from -20 °C to +60 °C. Completely free from maintenance. Weight
of lamp only 110 g. 1 years warranty against material defect or dysfunction.

z Red round LED cordless miners/rescue cap lamp non is lamp with 2 mode’s of operation. For general
rescue or hard rock underground/surface mining or rescue purpose. The lamp is of light weight 110
grams with light intensity 10000cd for the main 10 LED beam. The lamp are capable to last up to 14 hour
using high mode or even more using lower modes. These lamps will fit staright in to standard mining hard
hats with the light attachment, or can be worn on head by using the accessories head strap. Why take
the risk having injured workers with the battery weight hanging off them any more. As there is no battery
to get in the way.

KL2LM(A): Cordless Miner's Caplamp and Torch -  standard model

KL2LM(A) is a standard model. Its features of superior illumination performance, high-beam operating mode
and focused beam make it very suitable for most underground mining applications.

KL2LM(A) has two LED light sources. The Main LED, a high-power LED located in the middle of the reflector,
is for both normal and high-beam illumination. The Emergency LED, a low power LED located on the brim of
the reflector, can operate for an extended period during an emergency.

Operating Mode: Main, High-Beam and Auxiliary
Applications

1. Main mode: The Main LED operates at normal illumination level and the Emergency LED is off. The
Main mode is designed for normal illumination for underground mines for a 12 hour work-shift. Its
14-hour light duration gives 2 more hours for overtime and travelling.

2. High-beam mode: The Main LED operates in high illumination level and the Emergency LED is off.
The High-Beam Mode is designed for temporary use only when spot lighting or long projection is
required. Do not forget to turn the lamp back to the Main mode after using the High-Beam mode, as if
the lamp is kept in this mode for an extended period, it will not operate for the whole 12-hour work
shift.

3. Auxiliary mode: The Emergency LED is on and the Main LED is off. Auxiliary mode is designed for
long duration for example to conserve power in emergency situations.
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Specifications

KL2LM(A) Cap Lamp Technical Specifications

Power li-ion 3.7V 2Ah

Charging Time 8 hours

Working Hours 18 hours

Working Current 120mA

lllumination 11 hours later not less than 800Lx

Weight 120 grams

Luminous intensity 2400cd Main mode, 4000cd for High-beam mode
Warranty 1 year replacement warranty

Battery lifetime 80%C after 500 full charging cycles

LED lifetime 50,000 hours
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KL2.5LM(A): LED Miner's Cordless Caplamp, Headlamp  and Torc

Specifications

KL2.5LM(A) Cap Lamp Technical Specifications

Power li-ion 3.7V 2.5Ah

Charging Time 8 hours

Working Hours * 13 hours

Working Current 160mA

lllumination 1000 Ix for all LEDs on
Weight 145 grams

Warranty 1 year replacement warranty
Battery lifetime 80%C after 500 full charging cycles
LED lifetime 50,000 hours

Description:

This is the key model for mining application as a caplamp or portable lamp. LEDs are controlled by two
magnetic control swithches under the caplamp. Swithch 1 controls eight LEDs for normal illuminations with
operating time of 16 hours and switch 2 controls one LED in the centre for emergency illuminations with
operating time of 120 hours.
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KL2.5LM(B): LED Miner's Cordless Caplamp, Headlamp  and Torch

Specifications:

KL2.5LM(B) Cap Lamp Technical Specifications

Power li-ion 3.7V 2.5Ah

Charging Time 8 hours

Working Hours * 13 hours

Working Current 120mA

lllumination 900 Ix for all LEDs on
Weight 150 grams

Warranty 1 year replacement warranty
Battery lifetime 80%C after 500 full charging cycles
LED lifetime 50,000 hours
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Headlamp Comparison

Features

KL2.5LM(A) or KL2.5LM(B)

Headlamp

Applications

Many. It can be used in a variety of ways.

Headlamp only

How to wear on
helmet

Lamp bracket . The same as for standard
caplamp or Cap strap for plain helmet

Head strap . It cannot be inserted in the lamp
bracket of any helmet

Wear on the head

Yes.

Yes.

Light intensity

High . Meets mining standards.

Low . General household application

mining caplight standard

Light duration 9-LEDs on: 16 hours, Depends on particular light design, but
1-LEDs on: 3 days typically 24 hours

\Waterproof IP67 case - Submersible waterproof and |[Normally not -Some lamps promise water
the highest dustproof standard. resistance but not waterproof.

Rigidity Very sturdy casing. Designed against  [Fragile — subject to breakages

Intrinsic safety

Yes. Can be used almost anywhere.

No. - unsafe in hazardous areas.

Weight 150 g. Depends on lamp. But typically similar to 160g
with batteries.
Battery Rechargeable , high capacity battery Normal batteries , low capacity
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Charging Accessories
A charging accessory is a charger to charge an individual lamp.

Mains Charger :OCharge any lamp from the 110V/220V mains outlet, as a standard accessory in every
lamp package.

Charging converter

Mainly designed for the need of caplamps integrated management and charging effectively to cordless lamps
with Lead-acid battery charging banks.It was costomized according to the capacity and charging features of
Lithium-ion to make sure of its normal and safe using.

Input voltage: DC5-16V  Output: DC5.1V 400mA
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Vehicle Charger :O
Charge the lamp from the cigarette lighter in a car (12VDC) or a truck (24VDC). A LED indicates the charging

process. This charger is optional.

solar charger
Uses solar power to charge the lamp. A LED indicates the charging process. This charger is optional.
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Other USES pictures:

Industrial

Address: 35#, Jingsheng Road, Qiangiao DevelopAreat \Wuxi,Jiangsu,China

Tel: 0086-510-83211967; 83211953; 13338747597 (Baplobile phone) Fax: 0086-510-84060385

Email: wxcdh@163.com syf_ wx@yahoo.com.cn MSN:@if@hotmail.com  Google Talk: wxcdhOl@gmail.com
Websit: www.jiebotech.cn  www.jiebotech.com



WUXUJIEBELECTRICAECHNOLOGW®.,LTD -14-

Address: 35#, Jingsheng Road, Qiangiao DevelopAreat \Wuxi,Jiangsu,China

Tel: 0086-510-83211967; 83211953; 13338747597 (Baplobile phone) Fax: 0086-510-84060385

Email: wxcdh@163.com syf_ wx@yahoo.com.cn MSN:@if@hotmail.com  Google Talk: wxcdhOl@gmail.com
Websit: www.jiebotech.cn  www.jiebotech.com



WUXUJIEBELECTRICAECHNOLOGW®.,LTD -15-

Address: 35#, Jingsheng Road, Qiangiao DevelopAreat \Wuxi,Jiangsu,China

Tel: 0086-510-83211967; 83211953; 13338747597 (Baplobile phone) Fax: 0086-510-84060385

Email: wxcdh@163.com syf_ wx@yahoo.com.cn MSN:@if@hotmail.com  Google Talk: wxcdhOl@gmail.com
Websit: www.jiebotech.cn  www.jiebotech.com



WUXUJIEBELECTRICAECHNOLOGW®.,LTD -16-

Address: 35#, Jingsheng Road, Qiangiao DevelopAreat \Wuxi,Jiangsu,China

Tel: 0086-510-83211967; 83211953; 13338747597 (Baplobile phone) Fax: 0086-510-84060385

Email: wxcdh@163.com syf_ wx@yahoo.com.cn MSN:@if@hotmail.com  Google Talk: wxcdhOl@gmail.com
Websit: www.jiebotech.cn  www.jiebotech.com



WUXUJIEBELECTRICAECHNOLOG®.,LTD -17-

Address: 35#, Jingsheng Road, Qiangiao DevelopAreat \Wuxi,Jiangsu,China

Tel: 0086-510-83211967; 83211953; 13338747597 (Baplobile phone) Fax: 0086-510-84060385

Email: wxcdh@163.com syf_ wx@yahoo.com.cn MSN:@if@hotmail.com  Google Talk: wxcdhOl@gmail.com
Websit: www.jiebotech.cn  www.jiebotech.com



WUXUJIEBELECTRICAECHNOLOGW®.,LTD -1s-

Address: 35#, Jingsheng Road, Qiangiao DevelopAreat \Wuxi,Jiangsu,China

Tel: 0086-510-83211967; 83211953; 13338747597 (Baplobile phone) Fax: 0086-510-84060385

Email: wxcdh@163.com syf_ wx@yahoo.com.cn MSN:@if@hotmail.com  Google Talk: wxcdhOl@gmail.com
Websit: www.jiebotech.cn  www.jiebotech.com



WUXUJIEBELECTRICAECHNOLOGW®.,LTD -19-

Address: 35#, Jingsheng Road, Qiangiao DevelopAreat \Wuxi,Jiangsu,China

Tel: 0086-510-83211967; 83211953; 13338747597 (Baplobile phone) Fax: 0086-510-84060385

Email: wxcdh@163.com syf_ wx@yahoo.com.cn MSN:@if@hotmail.com  Google Talk: wxcdhOl@gmail.com
Websit: www.jiebotech.cn  www.jiebotech.com



WUXUJIEBELECTRICAECHNOLOGW®.,LTD -20-

Address: 35#, Jingsheng Road, Qiangiao DevelopAreat \Wuxi,Jiangsu,China

Tel: 0086-510-83211967; 83211953; 13338747597 (Baplobile phone) Fax: 0086-510-84060385

Email: wxcdh@163.com syf_ wx@yahoo.com.cn MSN:@if@hotmail.com  Google Talk: wxcdhOl@gmail.com
Websit: www.jiebotech.cn  www.jiebotech.com



WUXUJIEBELECTRICAECHNOLOGW®.,LTD -21-

Address: 35#, Jingsheng Road, Qiangiao DevelopAreat \Wuxi,Jiangsu,China

Tel: 0086-510-83211967; 83211953; 13338747597 (Baplobile phone) Fax: 0086-510-84060385

Email: wxcdh@163.com syf_ wx@yahoo.com.cn MSN:@if@hotmail.com  Google Talk: wxcdhOl@gmail.com
Websit: www.jiebotech.cn  www.jiebotech.com



WUXUJIEBELECTRICAECHNOLOGW®.,LTD -22-

Address: 35#, Jingsheng Road, Qiangiao DevelopAreat \Wuxi,Jiangsu,China

Tel: 0086-510-83211967; 83211953; 13338747597 (Baplobile phone) Fax: 0086-510-84060385

Email: wxcdh@163.com syf_ wx@yahoo.com.cn MSN:@if@hotmail.com  Google Talk: wxcdhOl@gmail.com
Websit: www.jiebotech.cn  www.jiebotech.com



